® clement

Certificate of Constancy of Performance

2812-CPR-EA5000

Placed on the Market under the Name of

HOBEN INTERNATIONAL LTD
Manystones Lane
Brassington
Matlock
Derbyshire
DE4 4HF

and produced in the manufacturing plant

E/060

This is coded format and the information is held by the Notified Body

This certificate attests that all provisions concerning the Assessment and Verification of Constancy of
Performance described in:

(ETA 20/1184, issued on 01/01/2021)

And

EAD 350454-00-1104

Under System 1 for the performance set out in the ETA are applied and that the Factory Production Control
conducted by the manufacturer is assessed to ensure the Constancy of Performance of the Construction
Product.

This certificate was first issued on 23/12/2020 and revised on 12/02/2021 and will remain valid as long as
neither the ETA, the EAD, the Construction Product, the AVCP methods nor the manufacturing conditions in
the plant are modified significantly, or unless suspended or withdrawn by the Notified Product Certification
Body.

Valid to: 22/12/2023

ERO Project Reference: ERO 034621 P1066

Paul Duggan
Certification Manager

CSF406-NL 6.0
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® clement

Notified Body No. 2812

Certificate of Constancy of Performance

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011

2812-CPR-EA5000

(the Construction Products Regulation or CPR), this certificate applies to the construction product:

Firecrete EN HS Fire-Stopping Mortar

Intended use: Penetration Seals

Essential characteristics

Performance
according to

Technical specification

Reaction to fire

Resistance to fire

Dangerous substances

Airborne sound insulation

20/1184

EAD 350454-00-1104
Issue: September 2017
Fire Stopping and Fire Sealing Products:
Penetration Seals
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